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Article 10-3A — Design Standards Administration

All developments within the River District SAP must comply with the River District Design Standards
(RDDS) as well as the standards of the applicable zone within which the development is located.
Each zoning district (Chapter 2) provides design standards that are specifically tailored to the zoning

district. In addition, each district provides special standards that are meant to address the impacts or
characteristics of certain land uses.
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Article 10-3B — Access and Circulation

10-3B-1 Purpose

The purpose of this article is to ensure that developments provide safe and efficient access and
circulation, for pedestrians and vehicles.

10-3B-2 Access and Circulation

A. Intent and Purpose. The intent of this article is to manage vehicle access and calm traffic flow
to development through a connected street system, while preserving pedestrian movements
and the flow of traffic in terms of safety, roadway capacity, and efficiency. Major roadways,
including arterials and collectors, serve as the primary system for moving people and goods.
Local access streets and driveways provide access to individual properties and local access
streets facilitate pedestrian movements. Alleys can provide secondary access to properties.
This article attempts to balance the right of reasonable access to private property with the need
to slow traffic in residential neighborhoods; and the need to provide interconnected pedestrian
systems throughout the district. To achieve this policy intent, roadways have been categorized
in the River District Specific Area Plan (RDSAP) by function and classified for access purposes
based upon their level of importance and function. The specific road classifications and
standards are attached as Exhibits 6.2.1a through 6.2.1k.

B. Applicability. This article shall apply to all vehicular access and traffic circulation within the
RDSAP and to all abutting properties.

C. Approach Permit Required. Access to a public street requires an Approach Permit in
accordance with City of Liberty Lake Development Code Article 10-3B-2.

D. Traffic Study Requirements. The entire River District SAP boundary is included as part of the
proposed Liberty Lake Transportation Mitigation Fee Plan area (formerly Harvard Road
Mitigation Plan). The land uses permitted in the SAP are subject to the mitigation fee
requirements when the plan is adopted. The mitigation plan shall be updated every five years.

The City or other agency with access jurisdiction may require a traffic study prepared by a
qualified professional engineer licensed in the State of Washington to determine access,
circulation and other transportation requirements or participation in an established traffic
mitigation plan shall be required.

E. Access to Private Property. When vehicle access is required for development, access shall be
provided by one of the following methods:

Option 1. Access is from a driveway or auto-court lane that has access to a public street. A
public access easement covering the driveway shall be recorded in this case to assure access
to the closest public street for all users of the driveway or auto-court lane.

Option 2. Access is from a public street adjacent to the development parcel. An auto-court lane

or private road extending from the public road may serve parcels concurrent with City Street
Standards, as amended.
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F. Conditions of Approval. The City may, in the case of new development along arterial or collector
streets, require the closing or consolidation of existing curb cuts or other vehicle access points,
recording of reciprocal access easements (i.e., for shared driveways), development of a
frontage street, installation of traffic control devices, and/or other mitigation as a condition of
granting an approach permit that is identified in the Liberty Lake Transportation Mitigation Plan,
when adopted, to ensure the safe and efficient operation of the street system.

Access to and from off-street parking areas shall not permit backing onto a public street, except
in Residential Zones.

G. Access Spacing. Driveway accesses shall be separated from other driveways, alleys and street
intersections in accordance with the following standards and procedures:

A minimum of 50 feet separation between driveways or alleys and a minimum of 150 feet
between intersections (as measured from the edge of the driveway / intersection) shall be
required on local access streets (i.e., streets not designated as collectors or arterials). Single
family, two-family, and townhome uses shall not be required to comply with the 50 foot minimum
separation.

Arterial and Collector Streets. Access spacing on collector and arterial streets, and at controlled
intersections (i.e., with four-way stop sign or traffic signal) shall be determined based on the
policies and standards contained in the City’s Transportation Improvement Plan and applicable
Engineering Design standards.

H. Number of Access Points. For all housing types, except multi-family, one street access point is
permitted per lot, when alley access cannot otherwise be provided; except that two access
points may be permitted for housing on corner lots (i.e., no more than one access per street),
subject to the access spacing standards listed above. The number of street access points for
multiple family, commercial, industrial, and public/institutional developments shall be minimized
to protect the function, safety, and operation of the street(s) and sidewalk(s) for all users. Shared
access is encouraged to minimize disruption of pedestrian traffic and limit the number of access
points along collectors and arterials.

Shared Driveways. Except for single family residential, shared driveways are encouraged and
may be required when feasible, for traffic safety and access management purposes in
accordance with the following standards:

1. Shared driveways are encouraged to consolidate access onto a collector or arterial
streets. When shared driveways are provided, they shall be stubbed to adjacent
developable parcels to indicate future extension. “Stub” means that a driveway or street
temporarily ends at the property line, but may be extended in the future as the adjacent
parcel develops. “Developable” means that a parcel is either vacant or it is likely to
receive additional development (i.e., due to infill or redevelopment potential).

2. Access easements (i.e., for the benefit of affected properties) shall be recorded for all
shared driveways at the time of final plat approval (Article 10-4D) or as a condition of
site development approval (Article 10-4C).

3. Exception. Shared driveways are not required when existing development patterns or
physical constraints (e.g., topography, parcel configuration, and similar conditions)
prevent extending the street/driveway in the future.

J. Street Connectivity and Formation of Blocks Required. In order to promote efficient vehicular
and pedestrian circulation throughout the city, land divisions shall produce blocks bounded by

April 24, 2020 River District SAP 08-0001 Development Regulations— Chapter 3 Page 3-4



a connecting network of public and/or private streets, in accordance with the following
standards:

1. Block Length. The maximum block length and perimeter shall not exceed: 900 feet length
in Residential and Mixed Use Zones.

2. Street Standards. Public and private streets shall also conform to the River District SAP
road standards, as reviewed and approved by the City Engineer.

Exception. The block length and perimeter standards may not apply when existing development
patterns or physical constraints restrict construction in conformance with the standards.

K. Driveway Openings. Driveway openings or curb cuts shall be the minimum width necessary to
provide the required number of vehicle travel lanes and shall comply with the City of Liberty
Lake Engineering Design Standards. The following standards (i.e., as measured where the front
property line meets the sidewalk or right-of-way) are required to provide adequate site access,
minimize stormwater runoff, and avoid conflicts between vehicles and pedestrians. Approach
width may be increased if it is necessary to provide for shared driveways or public safety, as
determined by the Zoning Administrator or designee:

1. Single family, two-family, and townhome uses shall have a minimum driveway width of
10 feet, and a maximum width of 30 feet.

2. Multiple family uses with more than 4 dwelling units shall have a minimum drivewayor
auto-court lane width of 20 feet, and a maximum width of 30 feet.

3. Driveway widths for all other uses shall not exceed 35 feet.

Driveway Aprons. Driveway aprons (when required) shall be constructed of concrete
and shall be installed between the street right-of-way and the private drive. Driveway
aprons shall conform to ADA standards for sidewalks and pathways.

L. Fire Access and Parking Area Turn-Arounds. A fire equipment access drive shall be provided
in accordance with the Building and Fire Codes. Parking areas shall provide adequate aisles or
turn-around areas for service and delivery vehicles. All access to collector and arterial streets
must be made to accommodate entrance in a forward manner.

M. Vertical Clearances. Driveways, private streets, aisles, turn-around areas, and ramps shall have
a minimum vertical clearance of 13' 6“ for their entire length and width.

N. Vision Clearance. Compliance shall be consistent with City of Liberty Lake Development Code
Article 10-3B-2.
0. Construction. Driveways, parking areas, aisles, and turn-arounds may be paved with asphalt,

concrete or comparable surfacing, or a durable non-paving material may be used to reduce
stormwater runoff and protect water quality. Paving surfaces shall be subject to review and
approval by the City Engineer. In no case shall graveled surfaces be used except for temporary
turnarounds or access.

P. Pedestrian Access.

1. Pedestrian Access and Circulation. River District and associated neighborhoods, parks,
neighborhood retail clusters, village centers, commercial, retail and offices shall be
interconnected with a continuous paved system of sidewalks, pathways, trails and multi-
use pathways in compliance with the Americans with Disabilities Act. (Trails and multi-
use pathways accommodate pedestrians and bicycles.) The system shall be designed
based on the standards in subsections a-d, below:
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a. Interconnected System. The pathway system shall extend throughout River
District and individual development sites to connect existing and future phases
of development, adjacent trails, public parks, greenways and open space areas
whenever possible.

b.  Safe, Direct, and Convenient Non-motorized Circulation System. The system
within River District and developments shall provide safe, reasonably direct, and
convenient connections between primary building entrances and the non-
motorized circulation system in compliance with the Americans with Disabilities
Act.

i. Reasonably direct. A route that does not deviate unnecessarily or a route
that does not involve a significant amount of out-of-direction travel for
likelyusers.

ii. Safe and convenient. Bicycle and pedestrian routes that are reasonably
free from hazards and provide a reasonably direct route of travel between
destinations.

iii. For commercial, industrial, mixed use, public, and institutional buildings,
the “primary entrance” is the main public entrance to the building. In the
case where no public entrance exists, street connections shall be
provided tothe main employee entrance.

iv. For residential buildings the “primary entrance” is the front door (i.e.,
facing the street). For multifamily buildings in which each unit does not
have its own exterior entrance, the “primary entrance” may be a lobby,
courtyard, or breezeway which serves as a common entrance for more
than onedwelling.

c.  Connections within Development. For all developments subject to Site Design
Review, pathways shall connect all building entrances to one another. In
addition, pathways shall connect all parking areas, storage areas, recreational
facilities, and common areas (as applicable). Connections to adjacent
developments to the site should be provided when practical.

d.  Connectivity. Pathways (for pedestrians and bicycles) shall be provided at or
near mid-block where the block length exceeds the length required by this Code.
Pathways shall also be provided where cul-de-sacs or dead-end streets are
planned, to connect the ends of the streets together, to other streets, and/or to
other developments, when practical. Pathways used to comply with these
standards shall conform to all of the following criteria:

i. Multi-use or shared pathways (i.e., for pedestrians and bicyclists) are no
less than 10 feet wide and located within an associated street right-of-
way, 20- foot-wide right-of-way or easement that allows access for
emergency vehicles;

ii. Stairs or switchback paths using a narrower right-of-way/easement may
be required in lieu of a multi-use pathway where grades are steep;

ii. The City Engineer may determine that a pathway is impractical due to:
physical or topographic conditions (e.g., freeways, railroads, extremely
steep slopes, critical areas, and similar physical constraints); buildings or
other existing development on adjacent properties that physically prevent
a connection now or in the future, considering the potential for
redevelopment; and sites where the provisions of recorded leases,
easements, covenants, restrictions, or other agreements recorded as of
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Article 10-3C — Landscaping, Street Trees, Fences, & Walls

10-3C-1 Purpose

The purpose of this article is to promote community health, safety and welfare by protecting natural
vegetation, and setting development standards for landscaping, street trees, fences and walls.
Together, these elements of the natural and built environment maintain and protect property values,
enhance the City’s appearance and character, visually unify the City and its neighborhoods, and
promote proper plant selection and provide for continuous maintenance so that plant materials can
flourish. Trees provide climate control through shading during summer months and wind screening
during winter, and trees and other plants can also buffer pedestrians from traffic. Walls, fences, trees
and other landscape materials also provide vital screening and buffering between land uses.
Landscaped areas help to control stormwater drainage and can improve water quality, as compared to
paved or built surfaces. The article is organized into the following sections:

A. 10-3C-2 Lan nservation - prevents the indiscriminate removal of significant trees
and other vegetation, including vegetation associated with streams, wetlands and other
protected natural resource and critical areas.

B. 10-3C-3 New Landscaping - sets standards for and requires site landscaping and buffering for
parking and maneuvering areas, and between different zones. (Note that other landscaping
standards may be provided in Chapter 2 - Zoning Districts, for specific types of development.)

C. 10-3C-4 Street Trees - sets standards for and requires planting of trees along all streets for
shading, comfort, and aesthetic purposes.

D. 10-3C-5 Fences and Walls - sets standards for new fences and walls, including maximum
allowable height and materials, to promote security, personal safety, privacy, and aesthetics.
(Note that other fence and wall standards may be provided in Chapter 2- Zoning Districts, for
specific types of development.)

10-3C-2 Landscape Conservation

A. Applicability. All development sites containing Significant Vegetation, as defined below, shall
comply with the standards of this Section. The purpose of this Section is to incorporate
significant native vegetation into the landscapes of development and protect vegetation
associated with streams, wetlands and other protected natural resource and critical areas. The
use of mature, native vegetation within developments is a preferred alternative to removal of
vegetation and re-planting. Mature landscaping provides summer shade and wind breaks, and
allows for water conservation due to larger plants having established root systems.

B. Significant Vegetation.

1. Significant Trees and Shrubs - All trees within the public right of way with a trunk
diameter of 12 inches or greater, as measured 4 feet above the ground (DBH), and all
plants within the drip line of such trees and shrubs, shall be protected, if practical and
as applicable. Additionally, individual trees and shrubs with a trunk diameter of 12 inches
or greater should be protected, if practical. Other trees may be deemed significant, when
nominated by the property owner or City staff and designated by the City Council as
“Heritage Trees” (i.e., by virtue of site, rarity, historical significance, etc.)
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2. Natural Resource / Critical Areas - Trees and shrubs on sites that have been designated
as “Critical Areas” or natural resource areas, in accordance with Chapter 6 (e.g., due to
slope, natural resource areas, wildlife habitat, etc.) shall be protected.

3. Exception - Protection shall not be required for plants listed as non-native, Class A
weeds by the Spokane County Noxious Weed Control Board or for non-native invasive
plants.

C. Mapping and Protection Required. All significant trees within the right of way and all Heritage
Trees shall be mapped individually and identified by species and size (diameter at 4 feet above
grade, or “DBH”). A “protection” area shall be defined around the edge of all branches (drip-line)
of each tree (drip lines may overlap between trees). The City also may require an inventory,
survey, or assessment prepared by a qualified professional when necessary to determine
vegetation boundaries, building setbacks, and other protection or mitigation requirements. Other
significant vegetation should be identified as existing vegetation on required landscape plans
with their size and species, if the trees will be preserved as a portion of the required landscaping.

D. Protection Standards. All of the following protection standards shall apply to significant
vegetation identified in B above, other vegetation should comply wheneverpractical:

1. Protection of Significant Vegetation - Significant vegetation shall be retained whenever
practical, as determined by the Zoning Administrator. Preservation may become
impractical when it would prevent reasonable development of public streets, utilities, or
land uses permitted by the applicable zoning district and relocation of the vegetation or
replacement with equivalent vegetation with the closest DBH for trees or commercially
available nursery size available in the Spokane/ Coeur d’Alene metro region shall be
required within the development or if not possible, then relocated or replaced within
another area in the City.

2. Protection of Natural Resource / Critical Areas - Natural Resource / Critical Areas shall
be protected in conformance with the provisions of Chapter 6.

3. Conservation Easements and Dedications - When necessary to implement the
Comprehensive Plan, the City may require dedication of land or recordation of a
conservation easement to protect specific areas, including groves of significant trees or
Heritage Trees.

E. Construction. All areas of significant vegetation shall be protected prior to, during, and after
construction. Grading and operation of vehicles and heavy equipment is prohibited within
significant vegetation areas, except as approved by the City for installation of utilities or streets.
Such approval shall only be granted after finding that there is no other reasonable alternative to
avoid the protected area, and any required mitigation is provided in conformance with Chapter
6 and Subsection D above.

F. Exemptions. The protection standards in “D” above shall not apply in the following situations:

1. Dead, Diseased, and/or Hazardous Vegetation - Vegetation that is dead or diseased, or
poses a hazard to personal safety, property, or the health of other trees, may be
removed. Prior to tree removal, the applicant shall provide a report from a certified
arborist or other qualified professional to determine whether the subject tree is diseased
or poses a hazard, and any possible treatment to avoid removal, except as provided by
subsection 2, below.

2. Emergencies - Significant vegetation may be removed in the event of an emergency
when the vegetation poses an immediate threat to life or safety, as determined by the
Zoning Administrator. The Zoning Administrator shall prepare a notice or letter of
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decision within 15 days of the tree(s) being removed. The decision letter or notice shall
explain the nature of the emergency and be on file and available for public review at City
Hall.

10-3C-3 New Landscaping

A. Applicability. All land uses shall comply with the requirements of this section, except temporary
uses, single-family detached residential, and other uses not subject to Site Design Review as
outlined in Article 10-4C, which must only comply with the requirements for the preservation of
significant vegetation and landscape conservation identified in Section 10-3C-2 above.

B. Landscaping Plan Required. A landscape plan is required and shall be submitted and reviewed
prior to any permit issuance or development approval. All landscape plans shall conform to the
requirements in Section 10-4C-3. The landscape plan shall be prepared or approved by a
licensed landscape architect licensed in the state of Washington and sealed with the landscape
architect's stamp.

C. Bonding and Assurances. Prior to the issuance of any occupancy permits for a project, the
project shall either install the required landscaping in accordance with the approved landscape
plan or obtain bonding or other assurances as established in Section 10-4C-5. In the event a
bond or other assurance is needed, a temporary certificate of occupancy may be issued for a
six month period to complete the installation of the landscaping. . If the installation of the
landscaping is not completed within the six-month period, the security may be used by the City
to complete the installation.

Planter Strips

Retain
Natural Vegetation

in Rear Yard

Perimeter Landscaping
for Off-Strect Parking

Multi-Family Landscape Example

D. Landscape Area Requirements. The landscaping requirements are minimums; higher
standards can be substituted as long as all fence or vegetation height limitations are met and
vision clearance areas (Section 10-3B-2, subsection N) are maintained. Crime prevention and
safety should be remembered when exceeding the landscaping standards (height and amount
of vegetation may be an issue). The following are minimum percentages of required site
landscaping based on types of development (the requirements in E-G below may require
exceeding the percentages below). If after meeting the requirements in E-G below, the required
minimum percentage has not been achieved; additional landscaping shall be added on the site
around the buildings, in the parking areas, around the perimeter, etc. in order to meet the
required minimum percentages below (percentage of the site that is required to belandscaped):
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1. Multi-Family Residential (and other applicable residential projects in all zones) -20%
2. Commercial, Industrial, and Other Non-Residential (RD-C) - 10%
3. Commercial, Industrial, and Other Non-Residential (RD-M) 15%
4. Government/ Civic (all zones) - 20%
E. Interior Parking Area Landscaping. Interior parking area landscaping shall contribute to the total

site area requirements in D above.

1. The interior of all parking areas shall contain landscape islands and peninsulas located
in such a manner as to:

a. Divide and break up large expanses of paving.
b. Guide traffic flow and direction.

c. Promote pedestrian and vehicular safety.

d. Preserve existing trees and vegetation.

Interior landscaping shall consist of an evenly distributed mix of shade trees with shrubs.
“Evenly distributed” means that the trees are distributed around the parking lot perimeter
and between parking spaces to provide a partial canopy.

2. Landscape islands shall be installed to break up the parking area into rows of not more
than 20 contiguous parking spaces or 10 spaces in one row.

a. Each end of each row of parking spaces shall require a landscape island unless
the end of such row of parking spaces is adjacent to a perimeter landscape.

b. The minimum width for a landscape island that is parallel to a parking space shall
be equivalent to the area of one parking space (e.g. 90 degree stalls are required
to be a minimum of 9' x 18', therefore the landscape island shall be at least 9' x
18'). Each landscape island or peninsula shall contain a minimum of one (1)
shade tree and a combination of five (5) deciduous and evergreen shrubs or
groundcover.

c. No stormwater facilities are allowed within the required portions of landscape
islands. Stormwater facilities added to areas with required landscape.

3. Every other row of parking spaces shall be separated from one another by a six (6) foot
landscape island that extends the entire length of the row of parking spaces. Such
landscape island shall contain two (2) shade trees and ten (10) shrubs distributed per
45 linear feet. Additionally, a six (6) foot wide pedestrian walkway, running parallel to the
landscape islands shall be provided for convenient pedestrian access to the building
entry(s) and spaced approximately 250’ apart throughout the parking lot.

When the parking is oriented parallel to the building face, a six (6) foot wide pedestrian
walkway shall be provided through the parking lot from the furthest row of parking to the
building entry. These pedestrian walkways run perpendicular to the building face and
parking and shall be spaced no greater than 250’ apart throughout the parking lot.

Orientation of the walkway to the building entry and integration of the walkway into the
required landscape along the driveway is encouraged. The pedestrian walkway shall be
integrated with landscape islands when practical. The dimension of a landscape island
with a 6’ pedestrian walkway shall be no less than sixteen (16) feet to accommodate
trees and snow removal.

April 24, 2020 River District SAP 08-0001 Development Regulations— Chapter 3 Page 3-11



45' - 45! - 45! - 45

Interior Parkina Area Lavout Examble fwithout nedestrian walkwavs)

Stormwater management: Innovative stormwater techniques are encouraged. No
stormwater facilities may be installed in required landscape areas.

4. Alternative Tree Installation

a. At the option of the applicant, the following tree installation requirements to
provide a minimum of Fifty percent shading of paved parking lots and paved
service areas may be utilized.

b. Fifty percent of paved parking lots and open service area surfaces shall be
shaded by tree canopies within fifteen years of planting.

i. GENERAL

aa. A “paved parking lot” shall include parking stalls, driveways, and
maneuvering areas.

bb. Trees planted to satisfy the requirements of these guidelines are
landscaping as defined by Municipal Code and are subject to
established landscaping requirements.

ii. LANDSCAPE PLAN REQUIRED

aa. A landscape plan which details the degree of compliance with
the Parking Lot Shade Tree Ordinance is required. The plan
shall show:

1) All landscaped areas.

2) Tree canopies drawn to scale representing the estimated
canopy at afifteen year growth period.

3) The total area in square feet of the paved parking lot,
driveways, and maneuver areas; and the area shaded by
tree canopies. A schedule listing total parking area,
shaded area, and the percentage of parking area shaded
shall be included.

4) A schedule of the specific names of proposed trees and
their sizes.

bb. Such plan shall be approved by the City prior to issuance of
building permits. However, the plan is encouraged to be
submitted at the time of site planreview.

ii. METHODOLOGY

aa. To simplify the process of determining compliance, the true angle
of deflection of natural sunlight shall not be considered. Shaded
areas shall be assumed to be only those portions of a paved
parking lot directly beneath the shading canopy or drip line.
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bb. Shading shall be provided by tree canopies except that any
portion of a paved parking lot directly beneath and shaded by a
man made structure (overhangs and covered parking, for
instance) shall be deleted from the requirements of these
performance standards and shall be subtracted from the area of
the parking lot to be shaded.

cc. Credit shall be given only for surface area shaded. Multiple
canopies shading the same surface area will not be counted as
multiple credit.

dd. Landscape planters beneath the canopy may be considered as
shaded parking areas for the purpose of determining compliance.

Where more than five trees are to be planted, mix tree species.

ee. Trees planted along the perimeter of a lot may be counted as
providing shade for the full area of their canopy.

ff. If the degree of overlap between trees is less than 15 percent, all
trees may be counted as shading 100 percent of their canopy. If
the degree of overlap is 15 percent or greater, then it will be
necessary to perform individual calculation to determine the area
of shading.

iv. MINIMUM TREE REQUIREMENT

aa. Provide minimum of two (2) medium size shade trees for every
two required parking spaces. (This requirement may be modified
by the Zoning Administrator if the standards for shading and
perimeter planting have been met.)

bb. Disperse trees throughout the parking lot area in the required
landscape areas to provide 50 percent shading of the parking
area surface within 15 years (This requirement may be reduced
to 40 percent for existing development if it is demonstrated that
the constraints of an existing site would make it impossible to
meet the normal standard).

cc. Trees shall also be planted in the required landscaped areas
along the periphery of the development in order to shade and
enhance adjacent property and public rights- of-ways.

dd. Trees shall be maintained in good health. However, trees may not
be trimmed or pruned to reduce the natural height or overall crown
of the tree, except as necessary for health of the tree and public
safety; or as may otherwise be approved by the City.

v. MINIMUM PLANTER SIZE per standards in section E and F.
vi. TREE SHADE CALCULATIONS

aa. Minimum deciduous tree size to be as listed in Section | of this
Chapter and tree selection to be approved by the City.

bb. Sizes of trees at 15 years of growth to be as listed in the current
addition of the Sunset New Western Garden Book. Shade
Calculations:

cc. 30 feet to 35 feet diameter trees: 100% = 962 square ft; 50% =
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481 square ft; 25% = 240 square ft

dd. 20 feet to 30 feet diameter trees 100%
354 square ft; 25% = 177 square ft

ee. 15 feet to 20 feet diameter trees: 100%
157 square ft; 25% = 79 square ft

707 square ft; 50%

314 square ft; 50%

F. Perimeter Landscaping. Perimeter landscaping shall contribute to the total site area
requirements in D above. The landscape screening shall provide breaks, as necessary, to allow
for access to the site and sidewalk by pedestrians via pathways.

1. Perimeters Adjacent to Public Rights-of-way.

a. Parking areas and drives or other vehicular areas that extend to within 50 feet of
a public right-of-way shall provide a landscape screen between the parking area,
driveway, or other vehicular area and the right-of-way.

b. The landscape screen shall be a minimum of ten (10') feet in width and shall
contain at least one (1) evergreen or deciduous tree and ten (10) shrubs
distributed per 25 linear feet of street frontage. At least 50% of the perimeter
trees shall be evergreen. Clustering of evergreen trees is encouraged.
Incorporation of berms, low walls or other landscape features is encouraged.

2. Perimeters Not Adjacent to Public Rights-of-way.

a. In addition to F-1 above, the remaining perimeter of any parking areas,
driveways, or other vehicular areas shall be surrounded by a continuous five (5')
foot landscape border minimum. Such landscape border shall be required
between any paved area and any property line, yard, or required yard. The
landscape border may be interrupted for ingress and egress to structures and
adjoining lots. When a shared driveway will be located at the property line, the
perimeter landscaping can be located at the sides of the driveway or as a
landscaped median, as applicable. The landscaped border shall consist of at
least one (1) evergreen or deciduous tree and ten (10) shrubs distributed per 25
linear feet of street frontage. At least 50% of the perimeter trees shall be
evergreen. Clustering of evergreen trees isencouraged.

3. Perimeters of Structures.

a. The border between any structure and parking area, drive, or other vehicular
area shall be at least five (5') foot wide and consist of a minimum of ten (10)
shrubs distributed per 25 linear feet, unless a sidewalk / pedestrian path is
provided along the building or where vehicle access is provided to the building.
The sidewalks / pedestrian paths located at the main building entrance shall be
incorporated with plants. Borders between buildings and loading, storage or
service areas that are not accessible to the general public are exempt from this
requirement.

b. Sight obscuring fences may be installed on the side yard and rear yard property
lines of commercial developments with the perimeter landscaping installed
between the parking area and the fence. Installation of shrubs on the inside of
perimeter fencing is not required adjacent to loading, storage or other areas not
accessible to the general public. Trees, however are still required. Chain link with
slats is not approved.
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adjacent properties.
6. Other Buffering.

Refer to Section 10-21-6(D), RD-C Development Setbacks, Other Yard Requirements,
for additional buffering required within the RD-C Zone.

G. Screening of Mechanical Equipment, Outdoor Storage, and Loading Areas. All mechanical
equipment, outdoor storage and manufacturing areas, and loading, service, and delivery areas,
shall be screened from view from all public streets and any Residential Zones. Screening shall
be provided by one or more the following (minimum of 6 feet tall):

1. Decorative wall (i.e., masonry or similar quality material),
2. Evergreen hedge,

3. Sight-obscuring fence, or

4. Similar feature that provides a non-see through barrier.

Walls, fences, and hedges shall comply with the vision clearance requirements (Section 10-3B-
2, subsection N) and provide for pedestrian circulation, in accordance with Article 10-3B -
Access and Circulation. (See Section 10-3C-5 for standards related to fences and walls.)

H. Refuse Enclosures. Trash dumpsters or compactors that are required by this Code shall be
enclosed by a refuse enclosure consisting of a six (6) foot tall decorative or solid fence with fully
sight obscuring access gates.

Landscape Materials. Landscape materials include trees, shrubs, ground cover plants, non-
plant ground covers, and outdoor hardscape features, as described below:

1. Natural Vegetation. Natural vegetation shall be preserved or planted where practical and
may contribute to the required landscaping.

2. Significant Vegetation. Significant vegetation preserved in accordance with Section 10-
3C-2 above shall be credited toward meeting the minimum landscape area standards.
Credit shall be granted on a per square foot basis. The Street Tree standards of Section
10-3C-4 below may be waived when trees preserved within the front yard provide the
same or better shading and visual quality as would otherwise be provided by street trees.

3. Plant Selection. A combination of deciduous and evergreen trees, shrubs, and ground
covers shall be used for all planted areas, unless otherwise specified above. The
selection plantings shall be based on local climate, exposure, water availability, and
drainage conditions and non-native, invasive plants shall be prohibited. As necessary,
soils shall be amended to allow for healthy plant growth.

a. Minimum Deciduous Tree Size. Deciduous trees shall have a caliper size of 2
inches or greater, or be at least 10 feet tall at time of planting.

b. Minimum Evergreen Tree Size. Evergreen trees shall be at least 6 feet tall at time
of planting and have a low-branching habit with dense foliage.

c. Minimum Shrub Size. Shrubs or perennials shall be planted from 2 gallon
containers or larger, and be at least 12” tall at time of planting. Perennials may be
planted from 1 gallon containers if 2 gallon are not available.

4. Hardscape features (i.e., patios, decks, plazas, etc.) may cover up to 10 percent of the
required site landscape area; except in the RD-MU, where hardscape features may
cover up to 20 percent of the required site landscape area (e.g. on a five acre site in the
RD-M zone, 15% of the site or 32,670 sq. feet, is required to be landscaped, of that
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32,670 sq. feet, 6534 sq. feet may be covered by hardscape features). Swimming pools,
sports courts and similar active recreation facilities may not be counted toward fulfilling
the landscape requirement.

5. Plant & Non-plant Ground Covers. Plant groundcovers and bark mulch, chips,
aggregate, or other non-plant ground covers are encouraged to be used around trees
and shrubs in landscaped areas.

6. Storm Water Facilities. Storm water facilities (e.g., detention/retention ponds and
swales) should be landscaped with water tolerant, native plants.

J. Protective Curbing. All landscaped areas shall be protected from vehicle damage by asix
(6) inch high protective concrete curbing, consistent with drainage requirements. Raised curbs,
bollards, wheel stops, or other design features shall be used to protect buildings from being
damaged by vehicles.

K. Maintenance and lIrrigation. The use of drought-tolerant plant species is encouraged, and
xeriscaping may be required when irrigation is not available. An automatic Irrigation system
shall be provided for plants that are not drought-tolerant and the use of drip irrigation and
moisture sensing timers is encouraged. Landscaping shall comply with City Water Conservation
Ordinances, as adopted or amended. If the plantings fail to survive, the property owner shall
replace them with an equivalent specimen of the same size (i.e., evergreen shrub replaces
evergreen shrub, deciduous tree replaces deciduous tree, etc.). All other landscape features
required by this Code shall be maintained in good condition, or otherwise replaced by the owner.

L. Additional Requirements.

1. Additional buffering and screening may be required for specific land uses, as identified
by Chapter 2, and the City may require additional landscaping through the Conditional
Use Permit process (Article 10-4H).

Reclaimed water use in landscape areas is required when available.

Landscape design should take into account the integration of required trees and shrubs
with required exterior lighting, as well as monument and freestanding signage.

4. In accordance with City Development Code Section 10-1B-8, Alternative Methods of
Compliance, the City may approve alternatives to the landscape requirements, if the
consistency and other standards of Section 10-1B-8 are met.

M. Shopping Cart Storage & Return Stations.

When a business utilizes shopping carts, adequate close-by shopping cart return stations to
temporarily house returned shopping carts shall be provided throughout the parking lots. All
shopping carts shall be effectively contained or controlled within the boundaries of store
premises, which refers to the lot area, maintained, managed and/or utilized by the business,
that may include the building, parking lot and adjacent walkways, and where the business’s
shopping carts are permitted. Exterior shopping cart storage areas are not permitted and carts
must be permanently stored inside the building. The following standards apply to exterior
shopping cart return stations:

1. Shopping cart return stations shall be identified on the site plan and the locations shall
be approved by the City;

2. Shopping cart return stations shall incorporate landscaping, architectural features, or
similar design elements to draw attention to and lessen the impact of stand-alone
features within parking areas (see integrated curb example below);

April 24, 2020 River District SAP 08-0001 Development Regulations— Chapter 3 Page 3-17



3. Storage or temporary storage of shopping carts shall not be allowed onwalkways outside
of buildings at any time; and

4. The applicant shall submit a working plan for the collection of shopping carts from the
parking lot.

10-3C-4 Street Trees

Street trees shall be planted for all developments that are subject to Land Division or Site Design
Review. Requirements for street tree planting strips are provided in Section 10-3G-2 - Transportation
Improvements. Planting of unimproved streets shall be deferred until the construction of curbs and
sidewalks. Street trees shall conform to the following standards and guidelines:

A. Landscaping Plan Required. A landscape plan is required and shall be submitted and approved
by the City prior to any permit issuance or development approval. All landscape plans shall
conform to the requirements in Section 10-4C-3, and shall indicate the anticipated height and
width of each tree species proposed at maturity. The landscape plan shall be prepared or
approved by a licensed landscape architect with the landscape architect's stamp on theplans.

B. Acceptable Street Trees. Acceptable street trees shall be considered any species of tree
determined or approved by city staff for planting on rights-of-way and other publiclands.

The following sections C— F contain guidance for selecting species of trees proposed for planting
on rights-of-way and other public lands.

All individual specimens to be planted must meet industry-accepted standards of quality
established within the American National Standards Institute’s “Z60.7 American Standards for
Nursery Stock” as published by AmericanHort.

C. Growth Characteristics. Trees shall be selected based on the compatibility of their growth
characteristics with site conditions, including but not limited to: available space for trees to grow
above and below ground; required clearances for traffic, visibility and other infrastructure; soil
conditions; and, exposure. The following should guide tree selection:

1. Provide a broad canopy where shade is desired.
2. Use low-growing trees for spaces under utility wires.

3. Select trees which can be “limbed-up” as the tree grows to accommodate vision
clearance requirements.

4. Use narrow or “columnar” or other similar trees with narrow or upright growth forms,
where awnings or other building features may limit growth, or where greater visibility is
desired between buildings and the street.

5. Use species with similar characteristics on the same block for design continuity.
6. Avoid using trees that are susceptible to insect damage, and avoid using trees that
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produce excessive seeds or fruit.

7. Select trees that are well-adapted to the environment, including soil, wind, sun exposure,
deicing chemicals, and exhaust. Drought-resistant trees should be used in areas with
sandy or rocky soil.

8. Use deciduous trees for summer shade and winter sun.

D. Size at Planting. The minimum caliper size at planting shall be 1 % inches.

E. Size at Maturity. The following size classes which categorize tree species’ size at maturity are
set forth as follows, and are referenced throughout other provisions of this section. [See
Paragraph H of this Section for a list of acceptable street tree species.]

1. Class | Trees (Small Trees) are 20°-30’ tall at maturity. Examples include but are not
limited to:

Crataegus x lavallei - Lavalle Hawthorne

Maackia amurensis - Amur Maackia

Malus x 'Spring Snow' — Spring Snow Crabapple (fruitless)
Parrotia persica - Persian Parrotia

2. Class Il Trees (Medium Trees) are 30’-50’ tall at maturity. Examples include but are not
limited to:

Acer campestre - Hedge Maple

Gleditsia triacanthos ‘Skycole’ - Skyline Thornless Honeylocust
Tilia americana ‘Redmond’ — Redmond Linden

Tilia tomentosa ‘Sterling’ — Sterling Silver Linden

3. Class lll Trees (Large Trees) are in excess of 50’ tall at maturity. Examples include but
are not limited to:

Acer x freemanii'Autumn Blaze' - Autumn Blaze Maple Acer saccharum spp. - Sugar
Maple Varieties

Ginkgo biloba - Maidenhair Tree Liriodendron tulipifera - Tulip Tree

F. Spacing and Location. Street trees shall be planted within existing and proposed planting strips,
and in sidewalk tree wells on streets without planting strips. The use of grass in sidewalk tree
wells is discouraged and if necessary, shall only be utilized in a manner approved by the City.
Street tree spacing shall be based upon the type of tree(s) selected and the canopy size at
maturity.

1. Spacing. The spacing of Street Trees should be based upon the size of the tree selected
and the canopy size at maturity, in accordance with the three species classes listed

below:
a. Class | Trees (Small Trees): 15 - 30 feet
b. Class Il Trees (Medium Trees): 30 - 40 feet
c. Class lll Trees (Large Trees): 40 - 50 feet
d. Exceptions - special plantings designed or approved by a landscape professional

or certified arborist.

2. Distance from Curb and Sidewalk. The distance trees may be planted from curbs or
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curblines and sidewalks will be in accordance with the three size classes listed in
paragraph F (above), and no trees may be planted closer to any curb or sidewalk than
the following, except in the case of existing plantings:

a. Class | Trees (Small Trees) and Class Il (Medium Trees) - three feet (minimum
planting strip width of six feet)

b. Class Ill Trees (Large Trees) - four feet (minimum planting strip width of eight
feet)

c. For existing planting strips less than 6 feet in width, only Class | Trees will be
permitted, for replanting purposes.

The City may require increased distances from curbs and/or sidewalks on Arterial and
Collector streets to accommodate snow removal, vertical clearances, and visibility at
intersections.

3. Separation Distances from Other Infrastructure Fixtures. No street tree shall beplanted
closer than the following separation distances, unless a design deviation has been
granted by the City:

a. Tree placement near any street corner, cross walk, or intersection shall be in
conformance with the City’s clear view triangle standard;

15 feet from the edge of any commercial driveway;
15 feet from any street light luminaire;
7 feet from any fire hydrant;

15 feet from any utility poles;

-~ 0o oo o

For trees NOT included on the Avista approved list of powerline compatible trees,
a minimum of 15 lateral feet from any overhead utility line (greater separation
distance may be required as based on the tree class, and anticipated size and
shape of the tree canopy at maturity);

g. 5 feet from any curb cut for drainage; and,
h. 10 feet from any dry well.

G. Planting Standards. Street trees shall be planted in accordance with City of Liberty Lake
Engineering Design Standards, Section 3.3(K)(3), Planting Standards.

H. Soil Preparation, Planting, and Care. The developer or abutting property owner, as applicable,
shall be responsible for ensuring the planting of street trees, including soil preparation, ground
cover material, staking, and temporary irrigation for two years after planting. The developer or
abutting property owner, as applicable, shall also be responsible for ensuring the tree care
(pruning, irrigating, fertilization, and replacement as necessary). Note: if at any time a street tree
is substantially damaged by a vehicle or other means, it shall be the responsibility of the person
causing the damage to replace the tree with one of similar species and size. Contact the City of
Liberty Lake for additional information on street tree planting, pruning, and replacement.

Assurances. The City may require the developer to obtain bonding or other assurances as
established in Section 10-4C-5, subsection D to ensure the planting of the tree(s) and care during
the first two years after planting.

J. Street Tree List. The City of Liberty Lake is a Tree City USA and the program emphasizes native
species and encourages species diversity. The City maintains a non-exhaustive list of approved
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Street Tree species for the City of Liberty Lake, Washington. Other trees, with characteristics
similar to the above listed trees, and consistent with paragraph C of this section, may be used
with prior approval from City staff.

10-3C-5 Fences and Walls
The following standards shall apply to all fences and walls:

A. General Requirements. All fences and walls shall comply with the standards of this Section. The
City may require installation of walls and/or fences as a condition of development approval, in
accordance with Article 10-4H - Conditional Use Permits or Article 10-4C —Site Design Review.
Wallls built for required landscape buffers or as enclosures shall comply with Section 10-3C-3
subsections G and H.

B. Dimensions.

1. The maximum allowable height of residential fences and walls is 6 feet, as measured
from the lowest grade at the base of the wall or fence, except that retaining walls and
terraced walls may exceed 6 feet when permitted as part of a site developmentapproval,
or as necessary to construct streets and sidewalks. A building permit is required for
fences and walls exceeding 6 feet in height, in conformance with the Building Code, as
well as retaining walls exceeding 4 feet in height.

2. The height of fences and walls within a front yard shall not exceed 4 feet (except
decorative arbors, gates, etc.), as measured from the grade closest to the street right-
of- way. Sight-obscuring fences shall not exceed 3 feet in height.

3. Walls and fences to be built for required buffers shall comply with Section 10-3C-3
subsection G.

4. Fences and walls shall comply with the vision clearance standards of Section10-3B-2,
subsection N.

C. Materials. The following fencing materials shall be regulated within the City:
1. Barb wire or razor wire (prohibited in all Zones)
2. Chain link

a. Prohibited in RD-R except when part of fencing for parks, open space or sports
facilities in private/public parks, or as provided in paragraph d of this section.
Chain link with black or green vinyl coating is approved for tennis courts, ball
fields or other sportsfacilities.

b. Prohibited in the RD-MU zone, except as provided for in paragraph d of this
section.

c. Except as provided for in paragraph d of this section, chain link fence is restricted
in the RD-C zone to rear yard and side yard fencing only when the zoning of the
adjacent land use is RD-C. Chain link is not allowed for side yards adjacent to
public rights of way or driveways.

d. Chain link fence material with green or vinyl coating shall be permitted when
associated tennis courts, ball fields, or other sports facilities located on publicly
owned or maintained property in any zone within the River District.
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D. Maintenance. For safety and for compliance with the purpose of this article, walls and fences
required as a condition of development approval shall be maintained in good condition, or
otherwise replaced by the owner.
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Article 10-3D — Vehicle and Bicycle Parking

10-3D-1 Purpose

The purpose of this article is to provide basic and flexible standards for development of vehicle and
bicycle parking. Historically, some communities have required more parking than is necessary for some
land uses, paving extensive areas of land that could be put to better use. This article recognizes that
each development has unique parking needs by providing a flexible approach for determining parking
space requirements. This article also provides standards for bicycle parking because many people use
bicycles for recreation, commuting, and general transportation. Children as well as adults need safe
and adequate spaces to park their bicycles throughout the community.

10-3D-2 Applicability.

All new development shall comply with the provisions of this article.

10-3D-3 Vehicle Parking Standards

A. Vehicle Parking Minimum Standards. The number of required off-street vehicle parking spaces
shall be determined in accordance with the following standards. Off-street parking spaces may
include spaces in the public or private road right of way, garages, carports, parking lots, and/or
driveways if vehicles are not parked in a vehicle travel lane (including emergency or fire access
lanes), pathway, or landscape area. Parking facilities provided in the RD-M Zone and for
Neighborhood Retail Clusters shall be located to the rear and/or side of buildings to enhance
streetscapes and promote pedestrian access. Required parking spaces shall be calculated for
primary and accessory uses.

Residential Uses Required Parking Spaces
Accessory caretaker's residence None

Accessory dwelling units (ADU's) None

Single family detached housing / zero lot line / 2 spaces per dwelling unit
manufactured homes on individual lots

Manufactured home parks 2 spaces per unit
Two-family and townhome housing 1.5 spaces per dwelling unit

Multi-family housing

Studio or 1-bedroom units less than 500 sq. 1 space per dwelling unit

ft.

1-bedroom units 500 sq. ft. or larger 1.0 spaces per dwelling unit
2-bedroom units 1.25 spaces per dwelling unit
3-bedroom or greater units 1.5 spaces per dwelling unit
Rooming and boarding houses, dormitories One space for every 2 beds
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Specialty housing

.5 space per bed, plus 1 space per
employee on the largest shift

Commercial Uses

Required Parking Spaces

Auto, boat, recreational vehicle, trailer sales, etc.,
retail nurseries and similar bulk retail uses
(additional parking for auto oriented sales display
areas may be provided in accordance with the
landscaping standards)

1 space per 1,000 gross square feet of
the first 10,000 square feet of gross
land area; plus 1 space per 5,000
gross square feet for the excess over
10,000 square feet of gross land area;
and 1 space per two

employees.

Automobile, etc. repair and rental

1 space per 500 gross square feet (3
spaces minimum required) Additional
parking shall be provided for vehicles
under repair or rental vehicles and the
additional parking shall be enclosed
within a building or with a solid wall or
fully sight

obscuring fence to a minimum height
of 6 feet.

Business, general retail, personal services, animal
health services

1 space per 350 gross square feet

Cultural centers, museums, and libraries, and
athletic clubs, gyms, etc.

1 space per 350 gross square feet

Hotels and motels

.75 space per guest room, plus 1
space per employee on the largest
shift, plus 1 space per 200 gross
square feet of meeting or conference
rooms (restaurants, etc. require
additional spaces as set forth herein)

Offices

1 space per 450 gross square feet for
general or 1 space per 350 gross
square feet for medical and dental
offices

Restaurants, bars, ice cream parlors and similar
uses

1 space per four seats or 1 space per
200 gross square feet, whichever is
less

Theaters, auditoriums, stadiums, gymnasiums,
community centers, and similar uses

1 space per four fixed seats or 1
space per 75 gross square feet,
whichever is greater

Industrial, Manufacturing, and Storage Uses

Required Parking Spaces

Industrial and manufacturing uses, except
warehousing

1 space per two employees on the
largest shift or 1 space per 700 gross
square feet, whichever is less, plus 1
space per company vehicle

Self-service storage facility

1 space per employee, plus 1 space
per 250 units (5 spaces minimum
required)

April 24, 2020

River District SAP 08-0001 Development Regulations— Chapter 3

Page 3-24



Warehousing 1 space per 1,000 gross square feet
or 1 space per two employees on the
largest shift, whichever is greater, plus
1 space per company vehicle.

Recreation, Public and Institutional, and Other Required Parking Spaces
Uses

Child care centers having 13 or more children and 1 space per two employees; a
nursery / pre-schools minimum of 2 spaces is required.
Chapels and mortuaries, and churches and similar 1 space per four fixed seats or 1
places of worship space per 150 gross square feet,

whichever is greater.

Golf courses 8 spaces per hole, plus additional
spaces for accessory uses set forth in
this section. Miniature golf courses - 4
spaces per hole.

Group homes 1 space per employee, plus 1 space
per 5 residents, plus 1 space per
vehicle operated by the home or

facility.
Hospitals 2.5 spaces per patient bed
Elementary and middle school / junior high 1.5 spaces per classroom, plus the

requirements for auditorium areas as
set forth herein.

High schools 1 space per classroom, plus 1 space
per 5 students that the school is
designed to accommodate, plus the
requirements for auditorium areas as
set forth herein.

Colleges, universities and trade schools 1.5 spaces per classroom, plus 1
space per 5 students that the school is
designed to accommodate, plus the
requirements for on-campus student
housing (dormitories) as set forth

herein.
Participant & spectator sports facilities 1 space per 150 gross square feet
Public utilities and facilities, not including offices 1 space per two employees on the

largest shift, plus 1 space per
company vehicle (2 spaces)

Recreational vehicle park / campground 1 space per stall
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B. Maximum Number of Parking Spaces. The number of parking spaces provided by any particular
use in ground surface parking lots shall not exceed the required minimum number of spaces
provided herein by more than 50%; except uses in the RD-C Zone are exempt from the
maximum parking standards. Unless otherwise specified, all commercial and industrial uses
may exceed the maximum number of parking spaces in order to provide .5 spaces per employee
during the largest shift. Larger parking areas should be in a parking structure. If surface parking
lots must be larger than 4 acres to meet the minimum required parking space requirements in
this Code, additional landscaping shall be provided, at the discretion of the Zoning Administrator
or his or her designee. Spaces provided on-street or within parking structures do not apply
towards the maximum number of allowable spaces. Parking spaces provided through “shared
parking”, parking spaces for golf carts (as defined by City Ordinance 186, as amended), and
electric vehicle spaces also do not apply toward the maximum number. Additionally, auto
oriented sales display spaces that conform to the landscaping standards and auto repair or
outdoor vehicle storage areas that are enclosed within a building or with a solid wall or fully sight
obscuring fence to a minimum height of 6 feet, do not apply toward the maximum number of
parking spaces. As outlined in Article 10- 5B, the Zoning Administrator may approve variances
to the minimum or maximum standards for off-street parking through a Class A Variance.

C. Unspecified Uses. Where a use is not specifically listed in subsection "A" above, parking
requirements shall be determined by finding that a use is similar to those listed in termsof
parking needs or by utilizing the ITE Parking Manual. For all non-residential uses or for special
cases involving new residential developments, the required minimum parking amount shall be
determined by the City. For determination by the City, the Applicant shall supply:

1. Documentation regarding actual parking demand for the proposed use; or
2. Technical studies relating the parking need for the proposed use; or

3. Required parking for the proposed use as determined by other comparable jurisdictions.

D. Credit for On-Street Parking. The amount of off-street parking required may be reduced by the
amount of on-street parking reasonably available to the proposed development use.
Reasonably available parking shall be that available within 100 feet of the property line of the
proposed use.

E. Credit for Bicycle Parking. Bicycle parking may substitute for up to ten percent of required
parking. For every five non-required bicycle parking spaces that meet the short or long-term
bicycle parking standards, the motor vehicle parking requirement is reduced by one space.
Existing parking may be converted to take advantage of this provision.

F. Change of Use. When a change in the use of a building or site is proposed, the Applicant must
provide documentation for City review and approval demonstrating how the parking
requirements for the proposal will be met. This may include, the provision of additional onsite
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parking, shared parking, credit for on-street parking and/or a variance, in accordance with the
provisions of this Chapter.

G. Parking Stall Standard Dimensions and Compact Car Parking. All parking stalls shall be

improved to conform to City standards for surfacing, stormwater management, and striping, and
provide dimensions in accordance with the following table. Up to 15% of the required parking
may be designed and labeled as compact. Compact stalls are 1’ narrower and 2’ shorter than
standard stalls (i.e. a 9’ x 18’ standard stall would be an 8 x 16’ compact stall). Compact stalls
shall include landscape islands as required by Article 10-3C of this Code, except they can be 9’
x 16’. Disabled person parking shall be provided in conformance with ADA requirements and
the adopted Building Code.

V//*“‘"

Aisle (D)
Slall Depth
Parpendicular g‘
mhlalzim ';Ell-
Curb Length
Angle Width Curb Length | 1 Way Aisle | 2 Way Aisle | Stall Depth
(A) (B) (C) Width (D) Width (D) (E)
Parallel 9t 24 12 ft. 24 ft. 9 ft.
30 Degree 9t 18 12 ft. 24 ft. 17 ft.
45 Degree 9t 126" 14t 24 ft. 19 ft
60 Degree 9t 106" 18 t. 24 . 20 ft.
90 Degree 9t 9t 24 ft. 24 ft. 18 ft
H. Parking Location and Shared Parking.

1. Location. Vehicle parking is allowed only on approved parking shoulders (streets), within
garages, carports, and other structures, or on driveways or parking lots that have been
developed in conformance with this code.

2. Off-site parking. Except for single family dwellings, the vehicle parking spaces required
by this Article may be located on another parcel of land if on-site parking cannot be
provided. The parcel shall be within 1000 feet of the use it serves. The distance from the
parking area to the use shall be measured from the nearest parking space to a building
entrance, following a sidewalk or other pedestrian route. The right to use the off-site
parking must be evidenced by a recorded deed, lease, easement, or similar written
instrument.

3. Mixed uses. If more than one type of land use occupies a single structure or parcel of
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the requirement less 20% (i.e., the uses operate on different days or at different times of
the day). In that case, the total requirements shall be further reducedaccordingly.

4. Shared parking. Required parking facilities for two or more uses, structures, or parcels
of land may be satisfied by the same parking facilities used jointly, to the extent that the
owners or operators show that the need for parking facilities does not materially overlap
(e.g., uses primarily of a daytime versus nighttime nature), and provided that the right of
joint use is evidenced by a recorded deed, lease, contract, or similar written instrument
establishing the joint use.

10-3D-4 Bicycle Parking Standards
All uses shall provide bicycle parking, in conformance with the following guidelines:

A. Number of Bicycle Parking Spaces. Unless specified in 1-7 below, at least one bicycle parking
space shall be supplied per 50 required vehicle parking spaces with a minimum of 2 spaces
provided. Generally, a bike rack(s) would be installed that have the capacity to accommodate
the required number of spaces. Providing sheltered spaces (under an eave, overhang,
independent structure, or similar cover) is encouraged.

The following additional standards apply to specific types of development:

1. Multi-Family Residences. Provide one bicycle parking space for every unit (structures
with 4 or more units). This provision is met when enclosed parking garages or storage
rooms for bicycles are provided for each unit.

2. Parking Structures and Park & Ride Facilities. All parking structures shall provide a
minimum of one bicycle parking space for every 10 motor vehicle parking spaces.

3. Elementary and middle schools, both private and public. Provide one bicycle parking
space for every 8 students that the school is designed toaccommodate.

4. High schools, both private and public. Provide one bicycle parking space for every 20
students that the school is designed to accommodate.

5. Colleges and trade schools. Provide one bicycle parking space for every 10 motor
vehicle spaces plus one space for every dormitory unit.

6. RD-M Zone. Individual businesses shall provide their own bicycle parking, spaces may
be clustered between businesses to serve up to six (6) bicycles or spaces may be
provided as part of the public roadway improvements. One bicycle parking space shall
be provided per 25 required vehicle spaces. Bicycle parking spaces should be located
in front of the businesses, either on the sidewalks or in specially constructed areas such
as pedestrian curb extensions. Bicycle parking shall not interfere with pedestrian
passage, leaving a clear area of at least 36 inches between bicycles and other existing
and potential obstructions.

7. Multiple Uses. For buildings with multiple uses (such as a commercial or mixed use
center), bicycle parking standards shall be calculated by using the total number of motor
vehicle parking spaces required for the entire development. One bicycle parking space
per 25 motor vehicle parking spaces is recommended, with a minimum of 5spaces.

B. Exemptions. This section does not apply to single family, two-family, and townhome housing
(attached, detached or manufactured housing), home occupations, accessory dwelling units or
other developments with fewer than 10 required vehicle parking spaces.
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C. Location and Design. Bicycle parking shall be conveniently located with respect to both the
street right-of-way and at least one building entrance (e.g., no farther away than the closest
parking space). It should be incorporated whenever possible into building design and
coordinated with the design of street furniture when it is provided. Street furniture includes
benches, street lights, planters, and other pedestrian amenities.

D. Visibility and Security. Bicycle parking shall be visible to cyclists from street sidewalks or building
entrances, so that it provides sufficient security from theft anddamage.

E. Options for Storage. Bicycle parking requirements for long-term and employee parking can be
met by providing a bicycle storage room, bicycle lockers, racks, or other secure storage space
inside or outside of the building.

10-3D-5 Loading Space Standards

It is the intent of this section to require all future commercial, business, institutional, or industrial
development to provide off-street loading facilities in order to guarantee full utilization of existing rights
of way to accommodate present and future traffic demands.

A. Location and Design.

1. All off-street loading spaces shall be designed to minimize impacts on adjacent
properties.

2. In all cases, loading facilities shall be located on the same lot as the structure they are
designed to serve. Required yards cannot be used for loading. Off-street loading space
shall not be included in an area used to satisfy off-street parkingrequirements.

3. Loading spaces shall be designed and located so vehicles using these spaces do not
project into any public right-of-way or otherwise extend beyond property lines.

4. Loading spaces shall be designed and built so vehicles are not required to back to or
from an adjacent street, except for minor access for heavy trucking in industrial zones
on local access streets.

5. When a proposed structure is intended to be used concurrently for different purposes,
final determination of required loading spaces shall be made by the Zoning
Administrator, provided the loading requirement for the combined uses shall not be less
than the total requirement for each separate use.

B. Required Off-Street Loading Spaces. The minimum number of off-street loading spaces shall
be required according to the following table, unless the number is reduced by the Zoning
Administrator.
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Use

Size

Required Spaces

Industrial, manufacturing
wholesale, warehouse,
and similar uses

Up to 40,000 sq. ft. 40,000
- 60,000 sq. ft. 60,000 -
100,000 sq. ft. Over
100,000

sq. ft.

1 space; 2 spaces; 3
spaces; 3 spaces plus 1
additional space per every
50,000 sq. ft. of building or
portion thereof over
100,000

Offices, hotels/motels, and
restaurants

Up to 60,000 sq. ft. 60,000
- 100,000 sq. ft. Over
100,000

sq. ft.

None; 2 spaces 2; spaces
plus 1 additional space
per every 50,000 sq. ft. of
building or portion thereof
over 100,000

Hospitals, nursing homes,
and similar uses

Up to 40,000 sq. ft. 40,000
- 100,000 sq. ft. Over
100,000

sq. ft.

1 space; 2 spaces; 2
spaces plus 1 additional
space per every 50,000
sq. ft. of building or portion
thereof over 100,000

Retail and other
commercial uses

Up to 10,000 sq. ft. 10,000
- 30,000 sq. ft. 30,000 -
100,000 sq. ft. Over
100,000

sq. ft.

None; 1 spaces; 2 spaces;
3 spaces plus 1 additional
space per every 50,000
sq. ft. of building or portion
thereof over 100,000

10-3D-6 Drive-Through Facilities

The standards of this section are intended to allow for drive-through facilities by reducing the negative
impacts they may create. Of special concern are noise from idling cars and voice amplification
equipment, lighting and queued traffic interfering with on-site and off-site traffic and pedestrian flow.
The specific purposes of this chapter are to: Reduce noise, lighting and visual impacts on abutting uses,
particularly residential uses; Promote safer and more efficient on-site vehicular and pedestrian
circulation; Minimize conflicts between queued vehicles and traffic on adjacent streets.

A. Location and Design

1. The standards of this section apply to all uses that have drive-throughfacilities regardless
of zone, including vehicle repair and quick vehicle servicing.

2. The standards of this section apply only to the portions of the site development that
comprise the drive-through facility. The standards apply to new developments, the
addition of drive-through facilities to existing developments, and the relocation of an
existing drive-through facility. Drive-through facilities are not a right; the size of the site
or the size and location of existing structures may make it impossible to meet the

April 24, 2020 River District SAP 08-0001 Development Regulations— Chapter 3 Page 3-30



standards of this chapter. Chapter 3 - Design and Maintenance Standards, as well as
standards for specific land use zones, contain additional requirements regarding vehicle
areas.

3. Parts of a Drive-through Facility. A drive-through facility is composed of two parts — the
stacking lanes and the service area. A drive-through facility may also have a third part —
an order menu. The stacking lanes are the space occupied by vehicles queuing for the
service to be provided. The service area is where the service occurs. In uses with service
windows, the service area starts at the service window. In uses where the service occurs
indoors, the service area is the area within the building where the service occurs. For
other development, such as gas pumps, air compressors and vacuum cleaning stations,
the service area is the area where the vehicles are parked during the service.

B. Setbacks and Landscaping

All drive-through facilities must provide the setbacks and landscaping stated below.

1. Abutting a RD-R Zone. Service areas and stacking lanes must be set back five feet from
all lot lines which abut Residential zones. The setback must be landscaped per the
requirements of 10-3C-3 New Landscaping.

2. Abutting a RD-M or RD-C Zone. Service areas and stacking lanes must be set back five
feet from all lot lines which abut Commercial or Industrial zones. The setback must be
landscaped to the minimum requirements included in 10-3C-3 New Landscaping. .

3. Abutting a Street. Service areas and stacking lanes must be set back five feet from all
street lot lines. The setback must be landscaped to the minimum requirements included
in 10-3C-3 New Landscaping.

C. Vehicular Access

All driveway entrances, including stacking lane entrances, must meet driveway spacing
requirements, unless otherwise authorized by the City. The distance is measured along the
property line from the junction of the two street lot lines to the nearest edge of the entrance.

1. Stacking Lane Standards

These standards ensure that there is adequate on-site maneuvering and circulation
areas, ensure that stacking vehicles do not impede traffic on abutting streets, and that
stacking lanes will not have nuisance impacts on abutting residential lands.

a. Gasoline Pumps. A minimum of thirty feet of stacking lane is required between a
lot line and the nearest gasoline pump. The applicant must demonstrate to
engineering services that sufficient queuing area is available such that vehicles
in queue do not interfere with adjacent street traffic.

b. Other Drive-through Facilities.
i. Primary Facilities.

A minimum of eighty feet for a single stacking lane or eighty feet per lane
when there is more than one stacking lane, is required for all other drive-
through facilities. A stacking lane is measured from the curb cut to the
service area or the order area if an outdoor order area precedes the
service area. Stacking lanes do not have to be linear.

ii. Accessory Facilities.
A stacking lane is not required for accessory facilities where vehicles do
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not routinely stack up while waiting for the service. Examples are window
washing, air compressor, and vacuum cleaning stations.

2. Stacking Lane Design and Layout.

Stacking lanes must be designed so that they do not interfere with parking, parking
access and vehicle circulation.

3. Stacking Lanes Identified.
All stacking lanes must be clearly identified, through the use of means such as striping,
landscaping and signs.

D. Off-site Impacts

Drive-through facilities must meet the off-site impact standards of this chapter regarding off- site
impacts. When abutting land zoned RD-R, drive-through facilities with noise-generating
equipment must document in advance that the facility will meet the off-site impact noise
standards. Noise generating equipment includes items such as speakers, mechanical car
washes, vacuum cleaners and exterior air compressors.

Pezimeter L

Building at Corner withi
Maximum Setback

3*ﬁﬁj‘

Acceptable

Not Acceptable

Site layout for drive through uses should place parking and driveways away from
pedestr\an areas.

10-3D-7 Electric Vehicle Infrastructure (EVI)

Electric Vehicle Infrastructure, as defined by RCW 35A.63.107 shall be allowed as an accessory use
within any parking lot / area or within a garage or parking structure. Site and landscaping requirements
identified in this Code shall apply, as applicable.

A. Residential Zones. EVI in residential zones shall be limited to residential use and shall not be
used for purposes of wholesale or retail sales.

B. Other Zones. EVI for commercial and industrial uses should be designed and sized
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